
Spring Planter Checklist

Refer to applicable Operator & Parts Manual for planter specific maintenance and parts information.

CUSTOMER NAME_____________________________________   MODEL _________________  SERIAL NUMBER__________________

SAFETY
Warning Lights. .  .  .  .  .  .  .  .  .  .  .  .  .  . operate correctly
SMV Sign. .  .  .  .  .  .  .  .  .  .  .  .  .  .  . visible and reflective
Safety Warning Signs. .  .  .  .  .  .  .  .  .  .  condition/clean

Reflectors/Reflective Decals	 condition/clean 

HITCH & TONGUE
Clevis. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . wear
Hitch. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . level during operation
Safety Chain . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  correctly routed and attached
Tongue Wear Pads. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/adjustment
Hardware. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . tight

PTO PUMPS & MOUNT
Gear Pump & Variable Displacement Pump
Alignment . . . . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . verify/adjust
Chain. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . verify/adjust
Hoses. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . routing/retention/wear
Coupler . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  inspect/lubricate
Oil level . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . verify/fill

FRAME & TRANSPORT SYSTEMS 
Frame
Welds/Structural Members. .  .  .  .  .  .  .  .  .  .  .  .  .  cracks and failure
Hardware. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . tight
Hydraulic System. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  leaks and damage
Wing and Transport Tires. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . pressure
Wing Hinge and Pivot. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . wear and damage

Row Markers
Disc Blades . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . wear
Bearings. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/failure
Stand. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . adjustment and pad wear
Mounting Hardware. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . tight
Operating Speed. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  verify and adjust
Chain. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  tightness

Transport System
Safety Latch. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . inspect operation/adjust
Wheel Bearings. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  grease
Mud Scrapers . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . adjust
Lug Nuts/Bolts and Spindle Bolts. . . . . . . . . . . . . . . . . . .torque
Center Post Wear Pads. .  .  .  .  .  .  .  .  .  .  .  .  .  .  hardware/adjustment
Cam Follower. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  adjustment
Toolbar Height. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . confirm
           3000/3005 20 to 22"; 4000/4005/5000 24"
Lubrication . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  refer to manual

DRIVES
Wheel Modules. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/lubrication
Contact Drive Chains . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/lubrication
Sprockets. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/alignment
Idlers. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . tension/alignment
Transmissions/shafts/chains. .  .  .  .  .  .  .  .  .  .  .  .  .  wear/lubrication
Shear Pins . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . replenish
Point Row Clutches . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  operation
Contact Drive Tires. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . pressure

ELECTRICAL & SEED MONITOR
Wiring Harnesses
Routing . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  secure as needed
Cables and Connections. .  .  .  .  .  .  .  .  .  .  .  .  .  .  . damage/corrosion
Control Console Functions. .  .  .  .  .  .  .  .  .  .  .  .  .  .  . verify operation
Sensors (Electronic Seed Monitor)
Magnetic/Radar Distance Sensors . .  .  .  .  .  .  .  .  .  operation/damage
Seed Tube Sensors . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . operation/damage
Shaft Rotation Sensors. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . operation/damage

FERTILIZER EQUIPMENT
Diaphragm Pump
Oil level . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . check/replace
Diaphragms. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition

Piston Pump
Case/Hose Connections . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition
Oil Level. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  check/replenish
Drive Chain and Tires. .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition/lubrication

Hoppers, Tanks, and Delivery Hoses
Hoppers. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition/lubrication
Tanks and Valves . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition
Hoses. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . condition/attachment
Drive Chain. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . alignment/lubrication
Flow Switch. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition/clean
Filters. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean

Openers
Bearings . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/failure
Disc Blade. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . wear
Scrapers and Knives. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition/adjust
Drop Tube. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition/adjust



ROW UNITS
General
Mounting Plate and U-bolts. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . tight
Parallel Arms/Bushings/Hardware . .  .  .  .  .  .  .  .  .  .  wear/damage
Down Pressure System . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . missing/damage
Row Unit Shank. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition

Double Disc Openers
Disc Blade. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . replace if 14½” or less
Blade Contact. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  shim adjustment
Bearings. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/failure

Gauge Wheels
Tires. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/damage
Wheel Arms . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/damage
Wheel-to-Blade Contact. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  adjustment
Bearings. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/failure
Depth Adjustment. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . inspect/adjust
Lubrication . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  refer to manual

No-Till Coulters/Attachments
Depth. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . align/adjust
Disc Blade. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . replace if 14½” or less
Bearings. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/failure
Residue Wheels and Bearings. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition

Seed Hopper
Hopper and Lid. . . . . . . . . . . . . . . . . . . . . . . . . . . .wear/damage
Seed Hopper Latch. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . adjust
Clutch. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  meter drive alignment/lubrication
Chain Idler . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . tension/alignment

Granular Chemical
Hopper and Lid. . . . . . . . . . . . . . . . . . . . . . . . . . . .wear/damage
Meter . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  roller/gate/bushings
Clutch. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  alignment
Chain. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  tension/alignment/lubrication
Tubes and Banders. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  condition

Closing Wheels
Tires and Wheels . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/damage
Hardware. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . tighten
Bearings. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/failure
Springs. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . missing/damage
Bushing and Eccentrics. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  alignment

PARTS NEEDED

SEED METERS

True Speed High Speed Meter
Vac Seals . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/damage 
Seed disc . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean/wear
Ejector wheel. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean and/or replace
Singulator . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean and/or replace
Brush . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . frayed, damaged or missing bristles
Brush wheel. .  .  .  .  .  .  .  .  .  .  . frayed, damaged or missing bristles
Comb. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/damage
Belt flighting. .  .  .  .  .  .  .  .  .  .  .  . bent, damaged or missing bristles
Belt tensioning . .  .  .  .  .  .  .  .  .  .  .  . check tension (self-tensioning)
Idler Pulley . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/failure

True Rate Vacuum Seed Meter
Singulator . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean and/or replace
Vacuum Seal. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/damage
Seed Discs. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean/wear
Debris Ejector. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean and/or replace
Stepper Motor Drive Gear. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . inspect/replace

Finger Pickup Meter
Meter . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean
Belt, Brush and Carrier Plate . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . wear
Finger Assembly. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  rust/wear/damage
Rolling Torque . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  should be 22–25 in/Lbs
Seed Baffle. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  wear/damage

Brush-Type Seed Meter & Brush-Type Seed Meter 2.0
Meter . .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  clean
Brushes. .  .  .  .  .  .  .  .  .  .  .  .  .  .  . frayed, damaged or missing bristles
Seed Disc. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . wear
Wear Band. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  groove/wear

DISPLAY/MONITOR
kinze.com/firmware
Blue Vantage. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . software updated
AgLeader InCommand. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . software updated
KPM III. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . software updated

OTHER ATTACHMENTS
Yetter system. .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . check function/air leaks

PARTS NEEDED
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